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FITT PASTELLO BIANCO

MATERIALS
MATERIALI

TEXTILE REINFORCEMENT

RINFORZO TESSILE

Plasticized PVC

TEMPERATURE RANGE -20°C/+60°C

RANGE DI TEMPERATURA

MARKING FITT PASTELLO + LOGO hhdddyyZ

MARCATURA + Marcatura a metro progressiva

o @ internal @ external .WaII Working Bursting Weight
thickness pressure pressure per meter

13x19 13,0 19,0 3 n/a n/a 181
15x21 15,0 21,0 3 n/a n/a 203
19x26 19,0 26,0 3,5 n/a n/a 297
22x30 22,0 30,0 4 n/a n/a 392
25x34 25,0 34,0 4,5 n/a n/a 500
30x40 30 40 5 n/a n/a 658

Dimensional data are measured according to EN ISO 4671. Working and bursting pressures are detected according to EN ISO 1402.
Weight and roll lenght tolerance is +5%. Working and bursting pressures tolerance is +10% and refer to the hose only.
The data mentioned above refer to use at room temperature (+ 23 ° C).

FEATURES |

v Mono-layer hose
v Very flexible

MATERIAL COMPLIANCES

v REGULATION (EC) n°. 1907/2006 (REACh)

v RoHS 1: EU Directive 2002/95/EC

v RoHS 2: EU Directive 2011/65/EC

v RoHS 3: DIRECTIVE (EU) 2015/863

v RoHS 4: DIRECTIVE (EU) 2017/2102
v  AfPS GS 2019: 01 PAK — Category 2




@ F.ii CENI

Rev. | Date of revision:
2 17/01/2024
FITT PASTELLO BIANCO
Diameter Roll length FITT Article number Description Pcs per BOX
13x19 25m 64000.17625.59052 FITT PASTELLO BIANCO 13X19 25m* 63
100 m 64000.17680.59073 FITT PASTELLO BIANCO 13X19 100m* 24
25m 64000.20925.59052 FITT PASTELLO BIANCO 15X21 25m* 54
15x21 50 m 64000.20950.59052 FITT PASTELLO BIANCO 15X21 50m* 30
100 m 64000.20980.59073 FITT PASTELLO BIANCO 15X21 100m* 24
19%26 25 m 64000.31125.59052 FITT PASTELLO BIANCO 19X26 25m* 36
50 m 64000.31150.59073 FITT PASTELLO BIANCO 19X26 50m* 30
22x30 50 m 64000.33050.59073 FITT PASTELLO BIANCO 22X30 50m 20
25x34 25m 64000.43125.59052 FITT PASTELLO BIANCO 25X34 25m* 30
50 m 64000.43150.59073 FITT PASTELLO BIANCO 25X34 50m* 16
30x40 50 m 64000.52950.59037 FITT PASTELLO BIANCO 30X40 50m* 8




